Unionwell

GTO02Mechanical Keyboard
Switch—-4mm Travel

B Features

@®Desktop profile, 0.60 inch(15.2mm) from PCB(no keycap)

@®Choice of feel:linear, soft tactile,clicktactile
@®PCB or frame mount

@®Long life to 80 million operation cycles

@®LED, diode or jumper option

@12V AC/DC maximum

@®Current Rating:10mA

@®Insulation Resistance:<100MQ under 100VDC

M Applications

Mainly applicated in computer keyboards, cash registers, industrial equipment and Man—-Machine interfaces

M Specification and Parameters

Rating

12 VDC/AC max. 10mA AC/DC max

Contact Resistance

200m QMax (25mQtypical) (Initial Value)

Insulation Resistence

Electrical

100MQMin

0\ Chateadaamichnlg-] Voltage Resistance

AC 500V (50-60Hz) IMinute

Electrical life

Over80, 000, 000 cycles(Load)

Bounce Time

5 msec (operation speed at 400mm/sec)

Operating Force

See Detail Spec

Pre-travel

2.0%£0. 6mm

Parameters Total Travel

4.0%0. 4mm

Mechanical Life

Over 80,000,000 cycles (No Load)

Operating Temperature Range

-40° C7+80° C

Ambient Humidity

<85%RH
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Unionwell

GT02 Series Keyswitch Ordering Instruction
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OperatingCharacteristics, and Key Style LED Diode PCB mounting pins
Au e OFZGOiZUgf ‘ ‘nWith o
GT02
. n - Vomentary, single pole, standard Nopins
G]T(ggsgiégs Ag Alloy Hor 80+25gf nkeyswi tch, soft tactile brown key stem Full color RGB l(with metal frane)
ER0F=120+25g1 Momentary, singlepole, Click tactile T B
feel, blue key stem

Switch Type | Contect material Code of operating force Special Designator

Black case and clear
cover
White case and clear
cover

Momentary, single pole, standard
keyswitch, linear, black key stem

Single color

Momentary, single pole, standard

keyswitch, linear,red key stem Others

B Dimensions )
Unit:mm

Switch Function
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B Mounting Options

PCB (with pins) Metal Frame (No pins)

B Circuit Board Layouts

@ Keyswitch without flxation pins Gride line spacing=1.27mn
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